DR. INDER JEET

PRINCIPAL


M/s.______________________,

__________________________,

__________________________.

_______________________.

Subject:
Quotation for Interior Works / Electrical Works for Principal’s Room.
Dear Sir/Madam,

Sealed quotations are invited from the competent and eligible contractors for Interior Works / Electrical Works for Principal’s Room. Kindly quote your lowest rates for the work as per the mentioned description as per Annexure-I.

You can quote the rate as per Annexure-I subject to the following terms & conditions:

1. The quantity mentioned in BOQ is tentative and payment will be made on satisfactory completion based upon the actual measurement of work completed.

2. The contract is not transferable.

3. The College reserve the right to cancel/reject/any/ all the quotations without assigning reason.

4. The successful contractor will be required to depute only the experienced and qualified persons to do the work.

5. The rate quoted should be inclusive of all taxes and duties.

6.
The sealed cover containing quotation must reach the office of Principal, College   of Vocational   Studies, University of Delhi, Triveni, Sheikh Sarai-II, New Delhi-110017 by 2:00 p.m. on 8.10.2007.

Thanking you,

Yours faithfully,

PRINCIPAL

Interior Works for Principal Room for College of Vocational Studies

	A
	INTERIOR WORKS
	
	
	
	

	SN
	Description
	Unit
	Qty
	Rate

(Rs.)
	Amount 

(Rs.)

	1
	P/M POP false ceiling which includes providing and fixing GI angles of size 0.55 mm thick having two equal flanges of 25 mm along perimeter of ceiling screw fixed to brick wall/partition with the help of nylon sleeves and screws at 610 mm centers. The suspending main section of size 25X40X0.8 mm thick with the help of a level adjuster made of zinc alloy 50X25 mm as per drawing from the soffit at 1220 mm centers with MS flat 25x3 mm fixed to soffit with GI cleat and metal expansion, fasteners. Ceiling section of 0.56 mm thick having Knurled web of 40 mm and equal flanges of 35 mm thick lips of 8.5 mm are then fixed to the main section with the help of connection clips/screw and in direction perpendicular the main section and fixing steel mesh 6mmx6 mm of 22 guage thickness bolted to in between main runners and applying POP superfine quality to a thickness not less than 10mm. The rate should be also include for necessary supports scaffolding etc. as required for completing the work in all respects in drawing sace coffered ceiling, flat, vertical curved surfaces. 
	Sqm
	50
	
	

	2
	P/A painting with plastic emulsion paint of approved make, 3 coats, the last coat being roller finish, to give an even shade after preparing the surface, with a coat of primer, filling cracks and unevenness and sand papering, applying automobile base patti to ply surface and POP patti to wall surfaces to form smooth ground for paint surface including providing fixing and removal of scaffolding.
	Sqm.
	50.00
	
	


Electrical Works for Principal Room for College of Vocational Studies

	
	ELECTRICAL WORKS
	
	
	
	

	SN
	Description
	Unit
	Qty
	Rate

(Rs.)
	Amount 

(Rs.)

	A
	WIRING
	
	
	
	

	1.0
	Supply and wiring for light, fan, exhaust fan, 6A socket, points etc. with 6A switch controlled using 1.5 mm sq. stranded copper conductor PVC insulated 1100 volt grade wires from switch control boxes to point in surface/concealed heavy duty PVC conduit including MS/GI boxes, together with wiring accessories such as 6A/16A modular type switches, sockets in boxes of suitable size including circuit wiring from DB to first switch board with 2.5 mm sq. PVC insulated copper conductor along with one run of 1.5 mm sq. PVC insulated copper earth wire, PVC bushes for conduit ends, chrome-plated brass screws, identification ferrules at either ends complete in all respect. (The circuit wiring shall not be paid extra). 
	Sqm.
	50.00
	
	

	a)
	Single light point controlled by 6Amps modular type switch. 
	Nos.
	8
	
	

	b)
	Two light points controlled by 6Amps modular type switch.
	Nos.
	12
	
	

	2.0
	CONDUITING

Supplying and installation of following sizes of heavy duty PVC conduit in recess/on surface including all accessories, saddles, M.S. junction/pull boxes, G.I. fish wire, fixing hardware etc including chasing the wall/floor and plastering the chased portion and making good the damages etc., complete as required.
	
	
	
	

	a)
	25 mm dia
	RM
	50
	
	

	b)
	32 mm dia
	RM
	35
	
	

	c)
	38 mm dia
	RM
	20
	
	

	d)
	50 mm dia
	RM
	18
	
	

	3
	WIRING

Supply and drawing of following sizes of PVC insulated stranded copper conductor wires of 1100 Volts grade in existing conduit, pipe including connection/termination etc as required.
	
	
	
	

	a)
	2X6+1X2.5mm sq. for ups db sub mains
	RM
	100
	
	

	b)
	4X10+2X4 mm sq. for ldb sub mains
	RM
	15
	
	

	c)
	4X16+2X4 mm sq. for pdb sub mains 
	RM
	25
	
	

	d)
	4X25+2X6 mm sq. for UPS submains
	RM
	35
	
	

	B)
	LIGHITING FIXTURES & FANS
	
	
	
	

	1.0
	Supply, assembling, installation, testing & commissioning of following type of Light fixtures and fans. All fluorescent fixtures shall be provided with power factor improvement capacitors & lamps and installation arrangement using proper support etc. complete as required.
	
	
	
	

	a)
	4X18 W FTL Fxture recessed type fitting, Ankur cat. No. XRL-MO-03009
	Nos. 
	16
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