DR. INDER JEET

PRINCIPAL

M/s.______________________,

__________________________,

__________________________.

Subject:
Quotation for setting up of a New Computer Lab.
Dear Sir/Madam,

Sealed quotations are invited from the competent and eligible contractors who have undertaken at least one such work for an amount of Rs. 20 lakh or more.  Kindly quote your lowest rates for the above mentioned work as per the mentioned description as per Annexure-I.

You can quote the rate for one/all out of A&B, as per Annexure-I subject to the following terms & conditions:

1. The quantity mentioned in BOQ is tentative and payment will be made on satisfactory completion based upon the actual measurement of work completed.

2. You have to deposit the EMD of Rs. 5,000/- (refundable) through pay order in the name of Principal, College of Vocational Studies. No interest on this security deposit will be payable.

3. The contract is not transferable.

4. The College reserve the right to cancel/reject/any/ all the quotations without assigning reason.

5. The successful contractor will be required to depute only the experienced and qualified persons to do the work.

6. The time allowed to complete the work is 30 days.

7. The rate quoted should be inclusive of all taxes and duties.

9.
The sealed cover containing quotation must reach the office of Principal, College   of Vocational   Studies, University of Delhi, Triveni, Sheikh Sarai-II, New Delhi-110017 by 2:00 p.m. on 22.10.2007.

               10. The Quotations will be opened at 3:30 p.m. on 22.10.2007 in the office of the Principal, College of Vocational Studies. 

Thanking you,

Yours faithfully,

PRINCIPAL
      (ANNEXURE-I)
INTERIOR FOR COMPUTER LAB FOR COLLAGE OF VOCATIONAL STUDIES (DELHI)

A. 
INTERIOR & FURNISHING WORKS 

	Sr. No.
	DESCRIPTION
	UNIT
	QTY.
	RATE
	AMOUNT

(Rs.)

	1
	P/P 450 mm wide 30 mm thick counter top places above underneath storage unit desired length made up of 30mm thick MDF board. edge from user side full rounded post formed with flex as per manufacturer specification of approved shade from outside and rest in with balancing white. complete in all respect fixed with adhesive and screw from inside the underneath storage unit. 


	Rmt
	40
	
	

	2
	P/P  drawer unit of size 300x450x730mm (ht) made up               

of 18mm thick MDF board. boxed from all three sides and top inside laminated with 1.0 mm white glossy with one 130mm (Fascia) drawer on top on runner and remaining single shutter edges rounded off with all exposed surface post formed with flex as per manufacture specification of approved shade and rest from inside with balancing white as per manufacturer specifications resting on 100 mm wide recessed skirting, complete in all respect in terms of concealed hinge, handles, magnets locks. (Make Godrej) etc. 


	Nos.
	40
	
	

	3
	P/F low height opaque partition 75mm thick (approx) 
M2 
40.00 

from floor to desired height (below false ceiling) consisting of 50x50mm 1st class. New Zealand kal wood frame work with a fire retardant paint applied on it forming frame work at 450-600 C/C nominal in both directions fixed rigidly in flooring and side support by screws/GI cleat etc. the frame work shall have on both sides J2mm thick commercial ply and gap in between filled with 50mm thick UP tuiga mineral fiber wool with a density of 24kg/M3, exteriors sides of ply shall be laminated with 1.5mm thick laminate of approved colour texture with adhesive. Necessary extra kal wood runner and making provision for laying conduits switches box..


	M2
	40.00
	
	

	4
	P/F  75x50mm steam beech wooden coping as per                      

Architect Design on horizontal and vertical exposed ends of low height and full height opaque partition polished in natural spirit finished with 2 coats of melamine (matt finished) complete in all respect. 


	Rmt
	165.00
	
	

	5
	P/F  12 mm thick and 125mm wide fascia plate in ply                   

with outer exposed surface laminated of approved shade with steam beach 6mm wooden margin, sprit polish with coats of melamine, placed underneath tag board and above on top of work station complete in all respect. 
	Rmt
	145.00
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	6
	P/P 2mm thick flexible homogenous [vinyl] flooring

lenoleum of Gerfloor of mipolam troplan 100 series

fixed with acrylic based adhesive after cleaning the

surface neatly. Joint should be hot seam welded.

The base cost of flooring @Rs.1239/sqmt.
	M2
	72
	
	

	
	                                                                     TOTAL=
	


(ANNEXURE-I.)

INTERIOR FOR COMPUTER LAB FOR COLLAGE OF VOCATIONAL STUDIES [DELHI] 


B. 
ELECTRICAL WORKS 




                          

	Sr. No.
	DESCRIPTION
	UNIT
	QTY.
	RATE

(RS)
	AMOUNT

(RS)

	A)
	WIRING
	
	
	
	

	1.0
	Supply and wiring for light, fan, exhaust fan, 6A socket, points etc. with 6A switch controlled using 1.5 mm2 stranded copper conductor PVC insulated 1100 volt grade wires from switch control boxes to point in surfacel concealed heavy duty PVC conduit including MS/GI boxes, together with wiring accessories such as 6N16A modular type switches, sockets in boxes of suitable size including circuit wiring from DB to first switch board with 2.5mm2 PVC insulated copper conductor along with one run of 1.5 mm2 PVC insulated copper earth wire, PVC bushes for conduit ends, chrome - plated brass screws, identification ferrules at either ends complete in all respect. (The circuit wiring shall not be paid extra). 
	
	
	
	

	a)
	Wiring in existing conduits / raceways / furniture for a set of 2 Nos. 6 A switched socket outlets in a box including providing & fixing 2 Nos. 2/3 pin 6 A switches & socket outlets with wiring.( Not more than 4 sets shall be connected to a circuit. Also the circuit and point wiring both shall be done using 2.5 mm2 cu wires for phase & neutral wires and 1.5 mm2 for earth wire.)  
 
	Nos.
	80
	
	

	2.0
	Wiring for 6/16 Amp power outlet with 4 mm2 PVC  


insulated stranded copper conductor wires in existing recessed / surface conduit / raceways / furniture including supply and fixing of 6 pm 6/16Amps shuttered switched socket with internal wiring in G.I. box, earthing of 3rd pin with PVC insulated, green colour 2.5 mm2 copper Wire, complete with all accessories as required. (Not more than two outlets shall be connected in a circuit) 
	Nos.
	40
	
	

	3.0
	CONDUCTING
	
	
	
	

	
	Supplying and installation of following sizes of heavy duty PVC conduit in recession surface including all accessories, saddles, M.S. junction/ pull boxes, G.I. fish wire, fixing hardware etc including chasing the wall/floor and plastering the chased portion and making good the damages etc., complete as required. 
	
	
	
	

	
	a) 25 mm dia 

	RM
	100
	
	

	
	b) 32 mm dia 

	RM
	75
	
	

	
	c) 38 mm dia 

	RM
	30
	
	

	
	d) 50 mm dia
	RM
	100
	
	

	4.0 
	WIRING
	
	
	
	

	
	Supply and drawing of following sizes of PVC insulated    stranded copper conductor wires of 1100 Volts grade m existing conduit, pipe including connection/termination etc as required. 
	
	
	
	


-2-

	a) 
	2x2.5+ 1x1.5 sq mm 
	RM
	20
	
	

	b) 
	2x16+ 1x6 sq mm 
	RM
	10
	
	

	B) 
	COMMUNICATION SYSTEM
	
	
	
	

	1.0 
	STRUCTURED CABLING 
	
	
	
	

	a)
	 Supply, laying, installation, testing and commissioning of Cat-5e 4Pair UTP Data Cable 24A WG in existing conduits.
	RM
	500
	
	

	b)
	Supply & installation of Plug in type RJ45 computer data outlet with GI outlet box & cover plate in wall/furniture/floor complete as required.
	Nos.
	40
	
	

	C) 
	MAIN DISTRIBUTION BOARD
	
	
	
	

	1.0
	DISTRIBUTION BOARDS 
	
	
	
	

	
	Supply, installation, testing and commissioning of following double door type distribution boards fabricated out of 16 SWG, CRCA sheet steel recessed in wall or surface mounted.
	
	
	
	

	a)
	POWER DB (PDB)      
	Set
	1
	
	

	
	Incoming:
	
	
	
	

	
	• One (1) 63 Amp TPN MCB 10 KA as incomer 
	
	
	
	

	
	• Three (3) Nos. 63A DP ELCB (lOOmA sensitivity) on each phase.
	
	
	
	

	
	Outgoing:
	
	
	
	

	
	• Twelve (12) nos. 16-32A SP MCBs, (10 KA).
	
	
	
	

	b)
	UPS DB-1
	Set
	1
	
	

	
	Incoming: 
	
	
	
	

	
	• One (I) No. 40 Amp TPN MCB 10 KA as incomer. 
	
	
	
	

	
	• Three (3) nos. 40A DP ELCB (lOOmA sensitivity) on each phase.
	
	
	
	

	
	Outgoing: 
	
	
	
	

	
	• Eighteen (18) nos. 6-10 A SP MCBs, (10 KA). 
	
	
	
	

	D)
	EARTHING
	
	
	
	

	1.0
	EARTHING STATIONS
	
	
	
	

	a)
	Supply, installation, testing and commissioning of

Copper plate earthing stations making  earthing with copper earth plate 600 mm x 600 mmx 3 mm thick including funnel, char-coal/coke, salt, all earth work. Providing masonry enclosure with 10 mm thick C..I. cover plate having locking arrangement and watering pipe, disconnecting! testing links etc as per IS-3043 complete as required. ( for UPS)
	Nos.
	1
	
	

	
	
	
	
	
	

	2.0
	EARTHING STRIP/WIRES
	
	
	
	

	
	Supply, laying & fixing of following sizes of Cu/GI 

strip/wire clamped to walls, cable trays etc for equipment / System earthing complete as required 

including inter connection between length at joints, all

fixing accessories saddles, clamps etc and other fixing

hardware material as required for proper installation.
	
	
	
	

	
	a) 25X3 mm copper strip
	RM
	10
	
	

	
	b) 1X25 mm2 Cu PVC insulated wire
	RM
	10
	
	

	
	c) 25X3 mm GI strip 
	RM
	14
	
	

	
	TOTAL=
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