COLLEGE OF VOCATIONAL STUDIES

UNIVERSITY OF DELHI

TRIVENI, SHEIKH SARAI, PHASE-II,

NEW DELHI-110017. Ph. 29258792.

NOTICE TO INVITE QUOTATION

CVS/Bldg./01  Date: 01.09.2007

Name of the Work:- Quotation for STORE ROOM (TERRACE-NEW WORK
Sealed quotations are invited from the competent and eligible contractors.  Kindly quote your lowest rates for the above mentioned work as per the below mentioned description:
	S.No. & Description
	Unit
	Qty.
	Rate

(Rs.)
	Amount

(Rs.)

	STORE ROOM (TERRACE-NEW WORK)

1.     Providing and laying in position specified grade of reinforced cement concrete excluding the cost of centring, shuttering, finishing and reinforcement-All work upto plinth level

1.1  1:1.5:3 (1cement: 1.5 coarse sand : 3 graded  stone aggregate 20mm nominal size).

2.    Reinforcement for RCC work including  straightening, cutting, bending, placing in position and binding all complete.

2.1 Hard drawn steel wire.

2.2 Reinforcement for RCC Work

(a) Cold twisted bars

            or

(b) TMT bars

3.    Dismantling of existing Steel Angle and asbestos  sheet and stacking at the lead of 100 meter.

       (Should be quoted after visiting the site)

4.  Centring and shuttering including strutting,  propping etc. and removal of form work for

4.1 Suspended foors, roofs, landings, balconies  and access platform. 

5 
   6mm cement plaster to ceiling of mix:

5.1 
1:3 (1 cement: 3 fine sand) 
sqm 

6    
Brick work of class designation 75 in super  structure. 

6.1 Cement mortar 1:4 (1 cement: 4 coarse sand) 
	cumt.

kg.

Lumpsum

Kg.

Kg.

sqm

sqm

cumt


	16.50

13.20

1 job

27.88

27.88

25.00


	
	


For Terms & Conditions see page no. 3.

          SIGNATURE OF CONTRACTOR

M/s. _________________________,

_____________________________,

_____________________________,

_____________________________.

-2-

	7 
    12mm cement plaster of mix: 

7.1 1:4 (1 cement: 4 course sand) 

8 White Wash in roof slab

9     Providing and laying integral cement based water 

       proofing treatment including preparation of     surface as required for treatment of roofs, balconies, terraces etc consisting of following operations. 

a) Applying and grouting a slurry coat of neat cement using 2.75 kg/sqm. of cement admixed with proprietary water proofing compound conforming to IS. 2645 over the RCC slab including cleaning the surface before treatment.

b) Laying cement concrete using broken bricks/brick bats 25mm to 100mm size with 50% of cement mortar 1:5 (1 cement: 5 coarse sand) admixed with proprietary, 

 water proofing compound conforming to IS :   2645 over 20mm thick layer of cement mortar of mix 1:5 (1 cement : 5 coarse sand) admixed with proprietary water proofing compound conforming to IS : 2645 to required slope and treating similarly the adjoining walls upto 300mm height including rounding of juctions of walls and slabs. 

c) After two days of proper curing applying a second coat of cement slurry admixed with proprietary water proofing compound conforming to IS : 2645. 

d) Finishing the surface with 20mm thick jointless cement mortar of mix 1:4 (1 cement: 4 coarse sand) admixed with proprietary water proofing compound conforming to IS : 2645 and finally finishing the surface with trowel with neat cement slurry and making of 300 x 300mm square. 

e) The whole terrace so finished shall be flooded with  water for a minimum period of two weeks for curing and for final test. All above operations to be done in order and as directed and specified by the Enginner ​in – Charge

9.1 
With average thickness of 120mm and minimum 
sqm 

thickness at khurra as 65mm. 




10 
P/F PVC rain water pipe with bend, clamps etc. 

complete in all respect. 

10.1 
100mm dia. Pipe. 

11 
Making khurras 45 x 60 cm with average minimum 

thickness of 5cm cement concrete 1:2:4 (1 cement: 2 coarse sand : 4 graded stone aggregate of 20mm nominal size) over P.V.C. sheet 1 m x 1 m x 400 micron, finished with 12mm cement plaste1:3 (1 cement: 3 coarse sand) and a coat of neat cement rounding the edges and making and finishing the outlet complete. 

12 
Providing gola 75 x 75 mm in cement concrete 1:2:4(1 cement: 2 coarse sand: 4 stone aggregate 10mm and down gauge) including finishing with cement mortar 1:3 (1 cement: 3 fine sand) as per standard design: 


12.1 
In 75 x 75 mm deep chase 
	sqm

sqm

sqm

Rmt

nos

metre


	77.50

27.88

27.88

8.00

2.00

24.00


	
	


Terms & Conditions:

1. You may visit the site before quoting the rate. 

2. The quantity mentioned in BOQ is tentative and payment will be made on satisfactory completion based upon the actual measurement of work completed.

3. You have to deposit the EMD of Rs. 5,000/- (refundable) through pay order in the name of Principal, College of Vocational Studies. No interest on this security deposit will be payable.

4. The contract is not transferable.

5. The College reserve the right to cancel/reject all the quotations without assigning reason.

6. The successful contractor will be required to depute only the experienced and qualified persons to do the work.

7. The time allowed to complete the work is _________ days.

8. The rate quoted should be inclusive of all taxes and duties.

9.
The sealed cover containing quotation must reach the office of Principal, College   of Vocational   Studies, University of Delhi, Triveni, Sheikh Sarai-II, New Delhi-110017 by 2:00 p.m. on 08.09.2007.

      10.
The Quotations will be opened at 3:30 p.m. on 08.09.2007 in the office of the Principal, College of Vocational Studies. 

Thanking you,

Yours faithfully,

PRINCIPAL

COLLEGE OF VOCATIONAL STUDIES

UNIVERSITY OF DELHI

TRIVENI, SHEIKH SARAI, PHASE-II,

NEW DELHI-110017.

